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Double eccentric butterfly valve
2000-series



Technimex is an international suplier of products needed 

for urban infrastructure such as water-, sewage- and gas 

distribution.

Technimex is privately owned and has its headquarter in 

Ugchelen, The Netherlands.

Integrated supplier

Technimex delivers all mechanical products required for urban 

water- and waste water infrastructure as well as treatment plants 

and pumping stations. Technimex products are also widely 

accepted in power plants and industry worldwide.

Made in Europe

Technimex believes in constant quality at the highest level, 

therefore our products are made in Europe and meet the most 

stringent quality requirements.

Worldwide export

With dedicated sales agents in Europe, the Middle East, Asia 

and the USA we have a worldwide coverage.

Quality & certifications

Each valve is tested according to international standards 

and customers’ demands to ensure tightness for the desired 

application. For example on all our butterfly valves, knife gate 

valves and plunger valves we issue certificate EN 10204 3.1 

confirming materials and pressure testing as standard without 

extra costs.

Large stock

We stock a wide range of fittings in our warehouse which makes 

it possible to deliver within a week.

Made-to-order

All of our products are made-to-order and can be customized 

to desired specifications. From body- and disc matererial to 

actuator.

Introduction



Type:

Body:

Disc:

Shaft:

Retaining ring:

Internal bolts:

External bolts:

Bearing:

Body seat:

Disc seat:

Face to face length:

Range:

 

Flange connection:

Flange standard:

Test standard:

Body test pressure:

Disc test pressure:

Body & disc coating:

 

Coating thickness:

Operation:

Actuation:

Versions:

Certificate:

Marking:

Overview 
Technical properties

2010 and 2160 double flanged, double eccentric butterfly valve

GGG 40 or 50 ductile iron

GGG 40 or 50 ductile iron, aluminium-bronze upon request

AISI 420 / 1.4021 stainless steel 

ST37 carbon steel, stainless steel upon request

AISI 304 / 1.4301 stainless steel

8.8 electro galvanized, stainless steel upon request

Bronze

NiCr stainless steel welded overlay, micro finished

EPDM for potable water, upon request different materials possible

EN 558 1 series 14 (F4) or series 13 (BS 5155)

DN 150 - DN 3000 (6” - 120”)

series 13 up to DN 1200 (6” - 48”)

PN 10, PN16, PN 25, PN 40, series 13 in PN 10 and PN 16

EN 1092-2, BS upon request

EN 12266-1

PNx 1.5

PNx 1.1

Electrostatic epoxy Akzo Nobel RAL 5005 or Jotun RAL 5010 coating 

till DN 1200; from DN 1400 wet epoxy coating

250 microns

93-series gearbox in IP67 or IP68 with hand wheel

Hand wheel, electric-, pneumatic or hydraulic actuator

All kinds, incl. rubberized for e.g. desalination plants

EN 10204 3.1 with each delivered valve

CE

Summary

Technimex’ double flanged double eccentric butterfly valve has 

a double offset disc design. The design allows the disc to move 

off the seat reducing torque and seat wear. The eccentric val-

ves are available in type 2010, DN150 - DN3000, with long face 

to face length and type 2160, DN150 - DN1200, with short face 

to face length. Operation can be manual, pneumatic, hydraulic 

or electric. 
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Datasheet type 2010 
EN 558 1/14 (DIN 3202, F4), PN10 & PN16
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BUTTERFLY VALVE DIMENSIONAL DRAWING

REV:E 27.09.2016
Subject to change without notice,
Please contact us for other sizes.
Part No: 37 - 1558
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BUTTERFLY VALVE DIMENSIONAL DRAWING

REV:E 27.09.2016
Subject to change without notice,
Please contact us for other sizes.
Part No: 37 - 1558

PN 10 PN 16

DN L d2 f ØD e1 e2 h1  C Øk ØL x n Weight ØD e1 e2 h1  C Øk ØL x n Weight

150 210 260 3 285 345 142 160  19,0 240 23 x 8 37 285 345 142 160  19,0 240 23 x 8 37

200 230 260 3 340 388 175 190  20,0 295 23 x 8 60 340 388 175 190  20,0 295 23 x 12 60

250 250 260 3 395 406 201 220  22,0 350 23 x 12 74,5 405 406 201 220  22,0 355 28 x 12 74,5

300 270 260 4 445 448 235 250  24,5 400 23 x 12 90 460 448 235 250  24,5 410 28 x 12 90

350 290 400 4 505 567 260 280  24,5 460 23 x 16 155 520 567 260 280  26,5 470 28 x 16 155

400 310 400 4 565 600 302 310  24,5 515 28 x 16 165 580 600 302 310  28,0 525 31 x 16 184

450 330 400 4 615 610 330 330  25,5 565 28 x 20 215 640 610 330 330  30,0 585 31 x 20 230

500 350 400 4 670 665 372 360  26,5 620 28 x 20 237 715 665 372 360  31,5 650 34 x 20 280

600 390 400 5 780 735 425 440  30,0 725 31 x 20 345 840 735 425 440  36,0 770 37 x 20 383

700 430 600 5 895 872 458 465  32,5 840 31 x 24 546 910 872 458 465  39,5 840 37 x 24 560

800 470 600 5 1015 954 520 540  35,0 950 34 x 24 690 1025 954 520 540  43,0 950 41 x 24 700

900 510 600 5 1115 1004 600 570  37,5 1050 34 x 28 1040 1125 1004 600 570  46,5 1050 44 x 24 1056

1000 550 600 5 1230 1024 625 676  40,0 1160 37 x 28 1522 1255 1024 625 676  50,0 1170 44 x 28 1550

1100 550 600 5 1340 1157 765 680  42,5 1270 37 x 32 1794 1355 1157 765 680  53,5 1270 44 x 32 1920

1200 630 600 5 1455 1250 800 735  45,0 1380 41 x 32 2171 1485 1250 800 735  57,0 1390 50 x 32 2255

1300 630 600 5 1585 1332 881 810  45,0 1490 42 x 32 2550 1585 1332 881 810  59,0 1490 50 x 32 2550

1400 710 600 5 1675 1362 910 878  46,0 1590 44 x 36 3222 1685 1362 910 878  60,0 1590 50 x 36 3290

1500 710 600 5 1785 1364 937 900  47,0 1700 44 x 36 3450 1820 1485 1060 940  62,5 1710 57 x 36 3530

1600 790 600 5 1915 1510 1075 976  49,0 1820 50 x 40 3740 1930 1510 1075 976  65,0 1820 57 x 40 4360

1700 790 600 5 2020 1510 1075 1030  52,0 1920 50 x 40 4275

1800 870 600 5 2115 1645 1260 1058  52,0 2020 50 x 44 4821 2130 1645 1260 1058  70,0 2020 57 x 44 4942,5

2000 950 600 5 2325 1780 1385 1200  55,0 2230 50 x 48 7500 2345 1835 1414 1200  75,0 2230 62 x 48 7850

2200 950 600 6 2555 1920 1560 1310  58,0 2440 57 x 52 9925 2555 1920 1560 1310  80,0 2440 62 x 52 12000

2400 950 6 2760 1920 1481 1379  65,0 2650 56 x 56 13300 2770 2750 1875 1400  80,0 2660 62 x 56 15500

2500 950 6 2860 2018 1575 1444  65,0 2750 56 x 56 14000 2880 2780 1575 1460  85,0 2760 62 x 56 18000

2600 950 6 2960 2150 1630 1550  70,0 2850 56 x 60 16000 3000 2845 1630 1536  90,0 2890 70 x 56 19500

2800 950 6 3180 2150 1808 1600  70,0 3070 56 x 64 20000 3240 2870 1845 1580  95,0 3130 70 x 64 23500

3000 950 6 3505 1855 1810  75,0 3290 62 x 68 25000 1855    29000



Parts & materials
Type 2010 butterfly valve
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Partno. Partname Material specification

1 Body GGG 40-50

1A Body seat Stainless steel with welding

2 Disc GGG 40-50

3 Disc seat EPDM

4 Retaining ring
St37/S235JR, stainless steel EN 1.4301 / AISI 304, 

EN 1.4041 / AISI 316

5 Bolt A2 stainless steel

6 Front - back bushing Bronze

7 O-ring NBR, EPDM

8 O-ring NBR, EPDM

9 Front shaft Stainless steel EN 1.4021 / AISI 420, EN 1.4057 / AISI 421

10 Pin Stainless steel EN 1.4021 / AISI 420, EN 1.4057 / AISI 421

11 Back shaft Stainless steel EN 1.4021 / AISI 420, EN 1.4057 / AISI 421

12 Front cover St37/S235JR, GGG 40

13 Setscrew 8.8 galvanized steel

14 Bolt 8.8 galvanized steel

15 Back cover St37/S235JR, GGG 40

16 Eye bolt ASTM A105

17 Key C 45 K/carbon steel EN 1.0503

18 Lifting eye ASTM 105

19 Segment A2 stainless steel

20 O-ring EPDM

21 Washer A2 stainless steel

22 Bolt A2 stainless steel

 *Subject to change without notice,
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Ø 150 - 3000
Parts List & Material Specification
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BUTTERFLY VALVE PARTS LİST

REV:M 01.05.2015
Subject to change without notice,
Please contact us for other sizes and materials.
Part No: 37 - 133
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Gearbox selection table
AV-93 series gearbox with AUMA actuator
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DN
Torque 
(Nm)*

Actuator 
input 

torque 
(Nm)

Output 
flange

# 
turns

Gearbox Ratio MA
AUMA 
type

Output drive

150 156 10 F10 11,25 93.100 45 7 SA07.2 F07-B3-16mm

200 260 17 F10 10 93.150 40 15 SA07.2 F10-B3-15mm

250 429 29 F10 10 93.150 40 15 SA07.6 F10-B3-15mm

300 590 30 F10 17,5 93.260 70 20 SA07.6 F10-B3-20mm

350 815,1 54 F10 10 93.260 40 15 SA07.6 F10-B3-20mm

400 1313 22 F10 51 93.350 204 61 SA07.2 F10-B3-20mm

450 1372,8 16 F10 73 93.350 292 88 SA07.2 F10-B3-20mm

500 1950 22 F10 73 93.350 292 88 SA07.2 F10-B3-20mm

600 3941,6 42 F10 76,25 93.450 305 94 SA07.6 F10-B3-20mm

700 6318 51 F10 105 93.550 420 125 SA07.6 F10-B3-20mm

800 10576 85 F10 105 93.550 420 125 SA10.2 F10-B3-20mm

900 14300 114 F10 105 93.550 420 125 SA10.2 F10-B3-20mm

1000 24518 102 F10 180 93.600 720 240 SA10.2 F10-B3-20mm

1100 27300 114 F10 180 93.600 720 240 SA10.2 F10-B3-20mm

1200 30396 225 F14 120 93.650 480 135 SA14.2 F14-B3-30mm

1300 42900 179 F14 180 93700 720 240 SA14.2 F14-B3-30mm

1400 44200 184 F14 180 93700 720 240 SA14.2 F14-B3-30mm

1500 54600 137 F14 360 93700 1440 400 SA14.2 F14-B3-30mm

1600 88400 180 F14 490 93700 1960 490 SA14.2 F14-B3-30mm

1700 88400 180 F14 490 93700 1960 490 SA14.2 F14-B3-30mm

1800 114400 153 F14 540 93.750 2160 750 SA14.2 F14-B3-30mm

2000 146250 195 F14 540 93.750 2160 750 SA14.2 F14-B3-30mm

2200 195000 398 F14 490 93.750 1960 490 SA14.6 F14-B3-30mm

DN
Torque 
(Nm)

Actuator 
input 

torque 
(Nm)

Output 
flange

# 
turns

Gearbox Ratio MA
AUMA 
type

Output drive

150 260 17 F10 11,25 93.100 45 7 SA07.6 F07-B3-16mm

200 416 28 F10 10 93.150 40 15 SA07.2 F10-B3-15mm

250 715 48 F10 10 93.150 40 15 SA07.6 F10-B3-15mm

300 845 42 F10 17,5 93.260 70 20 SA07.6 F10-B3-20mm

350 1664 27 F10 51 93.350 204 61 SA07.2 F10-B3-20mm

400 1950 22 F10 73 93.350 292 88 SA07.2 F10-B3-20mm

450 2860 30 F10 76,25 93.450 305 94 SA07.6 F10-B3-20mm

500 2925 31 F10 76,25 93.450 305 94 SA07.6 F10-B3-20mm

600 7670 61 F10 105 93.550 420 125 SA10.2 F10-B3-20mm

700 11700 94 F10 105 93.550 420 125 SA10.2 F10-B3-20mm

800 15600 65 F10 180 93.600 720 240 SA10.2 F10-B3-20mm

900 23400 98 F10 180 93.600 720 240 SA10.2 F10-B3-20mm

1000 41600 308 F14 120 93.650 480 135 SA14.6 F14-B3-30mm

1100 41600 308 F14 120 93.650 480 135 SA14.6 F14-B3-30mm

1200 58500 244 F14 180 93.700 720 240 SA14.2 F14-B3-30mm

1300 59800 249 F14 180 93.700 720 240 SA14.2 F14-B3-30mm

1400 65000 163 F14 360 93.700 1440 400 SA14.2 F14-B3-30mm

1500 71500 179 F14 360 93.700 1440 400 SA14.2 F14-B3-30mm

1600 104000 214 F14 375 93.750 1500 485 SA14.2 F14-B3-30mm

1700 123500 252 F14 490 93.750 1960 490 SA14.6 F14-B3-30mm

1800 125001,5 255 F14 490 93.750 1960 490 SA14.6 F14-B3-30mm

2000 234000 478 F14 490 93.750 1960 490 SA14.6 F14-B3-30mm

2200 238550 487 F14 490 93.750 1960 490 SA14.6 F14-B3-30mm

Gearbox and actuator selection table based on AV-93 series 

gearbox combined with an AUMA electric actuator for PN10 

double eccentric butterfly valves.

*The given torque values include a 30% safety factor.

Gearbox and actuator selection table based on AV-93 series 

gearbox combined with an AUMA electric actuator for PN16 

double eccentric butterfly valves.

*The given torque values include a 30% safety factor.



Gearbox selection table
AV-93 series gearbox with hand wheel
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DN ISO 5211/1 Free shaft AV gearbox IP 67 / IP 68

Type 2010 PN10 PN16

Flange 
PN 10

Flange 
PN16

Weight 
(kg)

Type Ratio
Weight 

(kg)
Type Ratio

Weight 
(kg)

150 F10 F10 37 93.100 45 3,5 93.100 45 3,5

200 F10 F10 60
93.150 40 10 93.150 40 10

250 F10 F10 74,5

300 F10 F10 90 93.260 70 17,5 93.260 70 17,5

350 F10 F10 155 93.260 40 17,5 93.260 40 17,5

400 F10 F10 165
93.350 70 25

93.350 70 25

450 F10 F10 261
93.450 160 65

500 F10 F10 237 93.350 292 30

600 F10 F10 345 93.450 160 65
93.550 420 210

700 F10 F10 546

93.550 420 210800 F10 F10 690
93.600 720 290

900 F10 F10 1040

1000 F10 F14 1522
93.600 720 290 93.650 480 350

1100 F10 F14 1794

1200 F14 F14 2171 93.650 480 350
93.700 720 500

1300 F14 F14 2550
93.700 720 500

1400 F14 F14 3222
93.700 1440 530

1500 F14 F14 3450 93.700 1440 530

1600 F14 F14 3740
93.700 1960 530 93.750 1500 740

1700 F14 F14 4275

1800 F14 F14 4821
93.750 2160 740

93.750 1960 7402000 F14 F14 7500

2200 F14 F14 9925 93.750 1960 740

2400 13300

2500 14000

2600 16000

2800 20000

3000 25000

Quality 
Certificates & standards

ISO 9001

ISO 14001

OHSAS 18001

CE

ATEX

EAC (former GOST-R)

GSK

ACS 

WRAS

DVGW

quality management on the manufacturing process

environmental management standard

occupational health and safety management systems

by Bureau Veritas, H module

by Ineres France on the concentric butterfly valves

on all butterfly valves, check valves and knife gate valves

on the Akzo Nobel powder coating

drinking water certificate 

rubber approval (currently pending)

on the double eccentric butterfly valve (currently pending)

for natural gas on the 1220 and 1240 concentric butterfly valves
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Actuation
Actuation options explained
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Technimex International BV
De Oude Klarenbeek 5 
7339 EZ Ugchelen, The Netherlands

T. +31 55 5349664
F. +31 55 5342682 
E. info@technimex.com 

All our products:
- are certified
- meet or exceed the applicable ISO standards

Alle unsere Producte:
- sind zertifiziert
- Übersteigen die angewendete ISO/EN Normierungen 

Product range
Technimex supplies all mechanical products required 
for water- and sewage infrastructures as well as for 
industrial applications.

Gate valves
Resilient seated gate valves
Metal seated gate valves
Knife gate valves

Butterfly valves	
Double eccentric models
Concentric wafer, lug, mono- and double flanged types 

Non-return valves
With lever and weight
With lever and weight plus hydraulic damper		
Slanted seat check valve
Wafer type check valve
Silent check valve
Ball check valve

Pressure regulating valves
Needle valves

Ductile iron fittings
Flanged fittings
PVC/PE fittings
Tyton fittings
Hatchbox
Studded reducer flanges

Dismantling joints

Accessories & spare parts
Gaskets
Expansion joints

Produktbereich
Technimex liefert alle Produkte die für städtischen und 
Industrie Infrastruktur für Wasser, Abwasser sowie 
auch Behandlung verwendet werden.  

Absperrschieber
Weichdichtender voller Durchgang Absperrschieber,
Metallisch dichtend
Plattenschieber

Absperrklappe
Doppelexzentrische Absperrklappe
Zentrische Absperrklappe 

Rückflussverhinderer
Rückschlagklappe mit Hebel und Gewicht, 
mit optionalem zusätzlicher hydraulischen Dämpfer,
Rückschlagklappe mit Schrägsitz
Zwischenflansch Rückflussverhinderer
Tellerrückflussverhinderer
Kugelrückflussverhinderer

Regelarmaturen
Ringkolbenventil

Formstücke aus duktilem Gusseisen
Flansch Formstücke
PVC/PE Formstücke
Tyton Formstücke
Reinigungs- und Kontrollkasten
Reduzierflansche und Übergangsstücke

Pass- und Ausbaustücke

Zubehör & Ersatzteile
Dichtungen
Kompensatoren


