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Introduction 

Type 2010 is a double flanged valve with a double 

eccentric disc and face to face length according to 

EN558-1/14. Complete tightness is provided by the 

self-adjusting elastomer seat attached to the disc 

and the retaining ring. Operation of the valve is with 

gearbox and hand wheel but can also be delivered 

with an electric-, pneumatic- or hydraulic actuator. 

 

 

 

 

 

 

Properties 

Type 2010 

Body GGG40-50 ductile iron 

Disc GGG40-50 ductile iron 

Shaft Stainless steel 1.4021 

Retaining ring ST37 carbon steel 

Internal bolts Stainless steel 1.4301 

External bolts 8.8 Electro galvanized 

Bearing Bronze 

Body seat Stainless steel welded overlay finish, micro finished 

Disc seat EPDM  

Face to Face EN 558 1/14 (F4) 

Range DN150 – DN3000 

Flange connection PN10 – 16 – 25 – 40 

Flange standard EN 1092 

Test standard EN 12266-1 

Body test pressure PNX1,5 bar 

Disc test pressure PNX1,1 bar 

Body & Disc coating Electrostatic epoxy coated (250 microns) RAL5010 

till DN1100 from DN1200 liquid epoxy coating 

Marking CE 

** Other component materials and coatings upon request 

 

Double eccentric butterfly 
valve, type 2010 and 2010HD 
type 4010 and 4010HD 
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Type 2010 

ØDN 
PN10 PN16 Body ISO 5211/1 Gearbox Actuator Gearbox Actuator 

Free   
shaft 

weight 
(kg) 

Total      
weight      

gear box + 
actuator b ØD ØD2 Ød Øk n b ØD ØD2 Ød Øk n 

PN10 PN16 PN10 PN16 PN10 PN16 PN10 PN16 
H  FF Z L L1 L2 

F PN10 PN10 PN16 PN16 

A3 A3 B B C C M M PN10 PN16 Type Type Type Type 

150 19,0 285 175 22 240 8 19,0 285 175 22 240 8 157 157 165 165 443 443 76 76 160 210 - 393 222 290 F 10 F 10 93.100 SA07.2 93.100 SA07.6 30,0 49,0 

200 20,0 340 205 22 295 8 20,0 340 205 22 295 12 183 183 213 213 483 483 81 81 190 230 - 405 200 313 F 10 F 10 93.150 SA07.2 93.150 SA07.2 45,0 62,0 

250 22,0 395 255 22 350 12 22,0 405 255 26 355 12 223 223 220 220 508 508 81 81 220 250 - 405 200 313 F 10 

 

F 10 93.150 SA07.6 93.150 SA07.6 63,5 77,0 

300 24,5 445 300 22 400 12 24,5 460 300 26 410 12 245 245 273 273 567 567 117 117 250 270 83.98 435 184 329 F 10 F 10 93.260 SA07.6 

 

93.260 SA07.6 83,5 108,0 

350 24,5 505 350 22 460 16 26,5 520 350 26 470 16 279 279 285 285 605 605 117 120 280 290 148.9 586 302 212 F 14 F 14 93.260 SA07.6 93.350 SA07.2 131,0 175,0 

400 24,5 565 400 26 515 16 28,0 580 400 30 525 16 307 316 325 325 635 635 120 120 310 310 223.1 586 302 217 F 14 F 14 93.350 SA07.2 93.350 SA07.2 149,0 193,0 

450 25,5 615 450 26 565 20 30,0 640 450 30 585 20 336 355 343 358 653 668 120 142 330 330 272.6 586 302 217 F 16 F 16 93.350 SA07.2 93.450 SA07.6 226,0 300,0 

500 26,5 670 500 26 620 20 31,5 715 500 33 650 20 361 388 375 397 698 720 120 142 360 350 318.2 638 355 182 F 16 F 16 93.350 SA07.2 93.450 SA07.6 251,0 325,0 

600 30,0 780 600 30 725 20 36,0 840 600 36 770 20 420 451 435 465 770 800 142 157 440 390 410.2 710 360 195 F 16 F 25 93.450 SA07.6 93.550 SA10.2 325,0 460,0 

700 32,5 895 700 30 840 24 39,5 910 700 36 840 24 473 494 488 503 822 837 157 157 465 430 511.9 710 360 215 F 25 F 30 93.550 SA07.6 93.550 SA10.2 488,0 620,0 

800 35,0 1015 800 33 950 24 43,0 1025 800 39 950 24 554 566 550 580 884 914 157 214 540 470 584.5 710 360 235 F 30 F 30 93.550 SA10.2 93.600 SA10.2 606,0 866,0 

900 37,5 1115 900 33 1050 28 46,5 1125 900 39 1050 28 600 600 620 640 1110 1110 157 214 570 510 682.4 830 428 255 F 30 F 35 93.550 SA10.2 93.600 SA10.2 878,0 1.140,0 

1000 40,0 1230 1000 36 1160 28 50,0 1255 1000 42 1170 28 683 698 682 682 1116 1116 214 238 676 550 790.5 890 464 279 F 35 F 35 93.600 SA10.2 93.650 SA14.6 1.359,0 1.736,0 

1200 45,0 1455 1200 39 1380 32 57,0 1485 1200 48 1390 32 795 845 800 800 1290 1290 238 269 735 630 980.9 995 315 615 F 35 F 35 93.650 SA14.2 93.700 SA14.2 1.749,0 2.260,0 

1400 46,0 1675 1400 43 1590 36 60,0 1685 1400 49 1590 36 932 932 962 962 1410 1410 269 269 878 710 1155.3 995 315 620 F 35 F 35 93.700 SA14.2 93.700 SA14.2 2.500,0 3.011,0 

1600 49,0 1915 1600 49 1820 40 65,0 1930 1600 56 1820 40 1070 1070 1110 1110 1566 1566 269 297 976 790 1310.0 1105 402 720 F 48 F 48 93.700 SA14.2 93.750 SA14.2 3.289,0 4.045,0 

1800 52,0 2115 1800 49 2020 44 70,0 2130 1800 56 2020 44 1158 1158 1170 1170 1722 1722 297 297 1058 870 

 

1506.6 1105 435 720 F 48 F 48 93.750 SA14.2 93.750 SA14.6 3.566,0 4.322,0 

2000 55,0 2325 2000 49 2230 48 75,0 2345 2000 62 2230 48 1329 1329 1290 1290 1866 1866 297 297 1173 950 1692.3 1105 475 720 F 48 F 48 93.750 SA14.2 93.750 SA14.6 5.300,0 6.056,0 

2200 58,0 2550 2200 55 2440 52 80,0 2555 2200 62 2440 52 1500 1500 1500 1500 2016 2016 297 297 1310 950 1903.4 1105 475 720 F 60 F 60 93.750 SA14.6 93.750 SA14.6 8.300,0 9.056,0 

2500 64,0 2860 2500 55 2560 56 - - 

- 

- - - - 1560 1560 1653 1653 - - - - 1444 1150 2213.7 - - - F 60 F 60 - - - - 

- 

- - 

2600 66,0 2960 2600 55 2680 66 - - - - - - 1630 1630 1630 1630 - - - - 1550 1150 2234.3 - - - F 60 F 60 - - - - - - 

3000 75,0 3045 3000 60 3085 68 - - - - - - 1855 1855 1900 1900 - - - - 1810 1150 2760.4 - - - F 60 F 60 - - - - - - 
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Type 2010 

ØDN 

PN25 

ØD 
L 

S14 
e1 e2 d2 h1 f C Øk x n x ØL  

150 300 210 350 150 260 152 3 20 250 x 8 x 28 

200 360 230 405 210 260 185 3 22 310 x 12 x 28 

250 425 250 450 240 260 215 3 24,5 370 x 12 x 31 

300 485 270 505 290 260 248 4 27,5 430 x 16 x 31 

350 555 290 620 305 400 284 4 30 490 x 16 x 34 

400 620 310 630 340 400 320 4 32 550 x 16 x 37 

450 670 330 675 405 400 360 4 34,5 600 x 20 x 37 

500 730 350 705 400 400 370 4 36,5 660 x 20 x 37 

600 845 390 840 465 400 430 5 42 770 x 20 x 41 

700 960 430 980 540 600 490 5 46,5 875 x 24 x 44 

800 1085 470 1090 600 600 550 5 51 990 x 24 x 50 

900 1185 510 1150 675 600 600 5 55,5 1090 x 28 x 50 

1000 1320 550 1260 785 600 670 5 60 1210 x 28 x 57 

1200 1530 630 1400 910 600 780 5 69 1420 x 32 x 57 

1400 1755 710 1510 1034 600 888 5 74 1640 x 36 x 62 

1600 1975 790 1585 1075 600 1020 5 81 1860 x 40 x 62 

1800 2195 870 1745 1265 600 1110 5 88 2070 x 44 x 70 

2000 2425 950 1880 1410 600 1220 5 95 2300 x 48 x 70 

2200 2670 950 2030 1510 600 1340 6 100 2520 x 48 x 70 

 

      


