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SimpleFit Grip couplings and flange adaptors. 

 

Introduction 

Introducing a range, pull-out resistant (locking), of 

SimpleFit couplings and flange adaptors. These 

products are available from DN 350 u.t.i. DN 1400 

mm and are suitable for use on steel, ductile/cast 

iron, PVC and PE pipes. 

 

Design 

The SimpleFit Grip range has been developed as 

an answer to the growing need for simple and high 

quality connection products to connect more types 

of pipe materials and to make it pull-out resistant at 

once. 

 

The products are easy to install and no special 

tools are needed. Only a torque wrench is needed 

in order to get the necessary torque on the bolts. 

Installation can be done under all circumstances, 

even under wet conditions. 

 

The SimpleFit Grip products are the simple and 

quick solution to all your repair needs of pipeline 

and laying of new pipelines. 

 

Technical properties 

Materials: Products are being made 

from steel i.e. St3S to PN-

EN 1563:2000. 

Coating: High quality epoxy, providing 

a long term corrosion 

protection along with 

resistance to abrasion and 

impact. It’s blue coloured. 

Bolts and nuts: Standard it will be delivered 

with steel galvanized bolts 

and nuts. On request the 

products can be delivered 

with stainless steel bolts and 

nuts. 

Rubber gaskets: EPDM to PN-92/C-01604.01. 

Gripping elements: High quality gripping 

elements made from steel 

and galvanized. 

 

Available with all flange drillings. 

Working pressures up to 16 bars. 
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DN 

mm 

Range 

in mm 

A 

mm 

B 
mm 

C 

mm 
Weight kg 

350 PE/PVC 395-410 270 504 505 37 

350 Steel 350-365 270 470 505 32 

350 Ductile 373-388 270 494 505 30 

400 PE/PVC 445-460 270 562 565 42 

400 Steel 400-416 270 522 565 38 

400 Ductile 434-439 270 545 565 35 

450 PE 495-510 270 604 610 50 

450 Ductile 575-490 270 596 610 43 

500 PE/PVC 555-570 270 656 670 56 

500 Steel 503-518 270 620 670 48 

500 Ductile 527-542 270 648 670 45 

600 PE/PVC 625-640 270 742 780 78 

600 Steel 605-620 270 722 780 62 

600 Ductile 630-645 270 750 780 57 

700 PE/PVC 705-720 270 825 895 90 

700 Steel 706-721 270 825 895 82 

700 Ductile 733-748 270 854 895 70 

800 PE/PVC 795-810 270 915 1015 96 

800 Steel 807-822 270 925 1015 100 

800 Ductile 837-852 270 958 1015 91 

900 PE/PVC 898-910 270 1030 1115 107 

900 Steel 909-924 270 1030 1115 117 

900 Ductile 940-955 270 1060 1115 104 

1000 PE/PVC 995-1010 270 1130 1230 131 

1000 Steel 1011-1026 270 1130 1230 138 

1000 Ductile 1043-1058 270 1160 1230 126 

1200 Steel 1215-1230 370 1230 1330 180 

1200 Ductile 1250-1265 370 1260 1330 165 
 

  
 

DN 

mm 

Range 

in mm 

A 

mm 

B 
mm 

Weight kg 

350 PE/PVC 395-410 320 504 31 

350 Steel 350-365 320 470 28 

350 Ductile 373-388 320 494 30 

400 PE/PVC 445-460 320 562 32 

400 Steel 400-416 320 522 31 

400 Ductile 434-439 320 545 33 

450 PE 495-510 320 604 36 

450 Ductile 575-490 320 596 36 

500 PE/PVC 555-570 320 656 42 

500 Steel 503-518 320 620 39 

500 Ductile 527-542 320 648 41 

600 PE/PVC 625-640 320 742 47 

600 Steel 605-620 320 722 46 

600 Ductile 630-645 320 750 48 

700 PE/PVC 705-720 320 825 55 

700 Steel 706-721 320 825 55 

700 Ductile 733-748 320 854 57 

800 PE/PVC 795-810 320 915 65 

800 Steel 807-822 320 925 68 

800 Ductile 837-852 320 958 70 

900 PE/PVC 898-910 320 1030 79 

900 Steel 909-924 320 1030 83 

900 Ductile 940-955 320 1060 85 

1000 PE/PVC 995-1010 320 1130 96 

1000 Steel 1011-1026 320 1130 97 

1000 Ductile 1043-1058 320 1160 99 

1200 Steel 1215-1230 420 1230 115 

1200 Ductile 1250-1265 420 1260 117 
 

  


