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Introduction 

Type 7300 is a bi-directional knife gate valve and is 

a good choice when used for abrasive fluids such as 

pulp & paper, waste water, bio mass and mining 

slurries. Tightness in two directions will be secured 

with a resilient elastomer seal. The valve can be 

delivered with rising or non-rising spindle. Actuation 

is provided with a hand wheel, chain wheel, 

gearbox, pneumatic- or electrical actuation. 

 

Properties 

Type 7300 bi-directional 

Available with rising and non-rising spindle 

Body GGG40-50 ductile iron 

Knife Stainless steel 1.4301 

Shaft Stainless steel 1.4021  

Seat EPDM  

Bolts 8.8 Electro galvanized 

Body coating Electrostatic epoxy coated (250 microns) RAL5010 

Flange connection PN10 – 16 

Operation Hand wheel, pneumatic, electric or hydraulic 

Operating pressure DN50 – DN 600    : 8 bar 

DN700 – DN800   : 6 bar 

DN900 – DN1000 : 4 bar 

DN1200                : 2 bar 

Test standard EN 12266-1 

Certificate EN 10204 3.1 with each delivered valve 

Marking CE 

** Other component materials and coatings upon request 

 

  

Knife gate valve  
type 7300 
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 Type 7300 – with rising spindle         Type 7301 – with non-rising spindle 

ØDN 

Type 7300 
 

Type 7301 PN10 

B ØD B1 ØDD F 
 

B ØD B1 ØDD F Øk d n Ød1 n1 

50 125 165 270 230 43 
 

125 165 200 230 43 125 M16 2 18 2 

65 150 185 290 230 46 
 

150 185 210 230 46 145 M16 2 18 2 

80 150 200 340 230 46 
 

150 200 225 230 46 160 M16 2 18 6 

100 150 220 390 230 52 
 

150 220 240 230 52 180 M16 4 18 4 

125 200 250 430 230 56 
 

200 250 290 230 56 210 M16 4 18 4 

150 200 285 510 230 56 
 

200 285 290 230 56 240 M20 4 22 4 

200 245 340 670 335 60 
 

245 340 380 335 60 295 M20 4 23 4 

250 280 400 720 335 68 
 

280 400 425 335 68 350 M20 6 23 6 

300 365 455 950 600 78 
 

365 455 595 600 78 400 M20 6 23 6 

350 425 505 1050 600 92 
 

425 505 650 600 92 460 M20 6 23 10 

400 470 565 1150 600 102 
 

470 565 750 600 102 515 M24 6 28 10 

450 500 615 1300 600 114 
 

500 615 850 600 114 565 M24 8 28 12 

500 530 670 1370 600 127 
 

530 670 865 600 127 620 M24 8 28 12 

600 630 780 1700 800 154 
 

630 780 920 800 154 725 M27 8 31 12 

700 650 895 1950 800 165 
 

650 895 1000 800 165 840 M27 10 31 14 

800 750 1015 2050 800 190 
 

750 1015 1250 800 190 950 M30 10 34 14 

900 860 1050 2250 1000 203 
 

860 1050 1300 1000 203 1050 M30 12 34 16 

1000 950 1115 2580 1000 216 
 

950 1115 1800 1000 216 1160 M33 12 37 16 

1200 1200 1455 3250 1000 254 
 

1200 1455 2300 1000 254 1380 M36 12 41 20 

  


