
Gearbox selection table for type 2504 double eccentric butterfly valve

Electrıc Actuator 

Type ON-OFF
Rpm

Input 

Torque 

(Nm)

Output 

Torque

260 150 6" CL150 37 F10 F10 11,25 93.100 45 7 SA07.6 32 60 420 21,09 F07-B3-16mm

416 200 8" CL150 28 F10 F10 10,00 93.150 40 15 SA07.2 16 30 450 37,50 F10-B3-15mm

715 250 10" CL150 48 F10 F10 10,00 93.260 40 15 SA07.6 16 60 900 37,50 F10-B3-20mm

845 300 12" CL150 42 F10 F12 17,50 93.260 70 20 SA07.6 32 60 1200 32,81 F10-B3-20mm

1664 350 14" CL150 27 F10 F14 51,00 93.350 204 61 SA07.2 90 30 1830 34,00 F10-B3-20mm

2210 400 16" CL150 25 F10 F14 73,00 93.350 292 88 SA07.2 90 30 2640 48,67 F10-B3-20mm

3250 450 18" CL150 35 F10 F25 76,25 93.450 305 94 SA07.6 90 60 5640 50,83 F10-B3-20mm

7800 600 24" CL150 62 F10 F25 105,00 93.550 420 125 SA10.2 90 120 15000 70,00 F10-B3-20mm

16900 750 30" CL150 70 F10 F30 180,00 93.600 720 240 SA10.2 125 120 28800 86,40 F10-B3-20mm

24960 900 36" CL150 104 F10 F35 180,00 93.600 720 240 SA10.2 125 120 28800 86,40 F10-B3-20mm

42900 1050 42" CL150 179 F14 F35 180,00 93.700 720 240 SA14.2 125 250 60000 86,40 F14-B3-30mm

The given torque values include the 30% safety factor. 
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