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Introduction 

Type 2504 butterfly valve has a double offset disc 

design that allows the disc to move off the seat 

reducing torque and seat wear. Face to face length 

according to AWWA C504 standard. NSF 61/372 

certified for use in potable water systems. 

 

Operation of the valve is with gearbox and hand 

wheel or with electric, pneumatic or hydraulic 

actuator. 

 

 

 

 

Properties 

Type 2504 

Body A536 Gr 65-45-12 

Disc A536 Gr 65-45-12 

Shaft 1.4462 Duplex stainless steel 

Retaining ring A2 stainless steel 

Internal bolts A2 stainless steel 

External bolts A2 stainless steel 

Bearing Bronze 

Body seat Stainless steel welded overlay finish, micro finished 

Disc seat EPDM  

Face to Face AWWA C504 short body 

Range DN150 – DN2600 (6” – 104”) 

Flange connection ANSI CL150 – ASME B16.1 

Test standard AWWA C504 

Body test pressure 300PSI or 500PSI 

Disc test pressure 150PSI or 250PSI 

Body & Disc coating Electrostatic epoxy coated (250 microns) RAL5010 

till DN1100 from DN1200 liquid epoxy coating 

Certificate EN 10204 3.1 

Marking NSF 

** Other component materials and coatings upon request 

 

 

Double eccentric butterfly 
valve, type 2504 
type 4010 and 4010HD 
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Type 2504 

ØDN ØNPS 

CL150 

FLANGES CONFORM TO ASME 16.1 TABLE 4 

e2 
(mm)  

e1 
(mm) 

H 
(mm) 

P 
(mm) 

R 
(mm) 

Ød 
(mm) 

F 
(mm) 

Weight  
(kg) 

ØD 
(mm) 

C 
(mm) 

ØL 
(mm) 

Øk 
(mm) 

n 
T 

(qty) 

T 
TAP 

(inch) 

T 
DEEP 
(mm) 

150 6” 280 25,4 23,0 241 8 - - - 180 265 300 25,4 - 230 127 45 

200 8” 345 28,6 23,0 299 8 - - - 220 345 380 55,0 - 230 152 70 

250 10” 

12” 

 

405 30,2 25,4 362 12 - - - 240 365 440 - 45 230 203 95 

300 12” 485 31,8 25,4 432 12 - - - 280 430 530 - 45 230 203 145 

350 14” 535 32,4 29,0 476 12 - - - 300 460 580 70,0 20 335 203 195 

400 16” 595 36,5 29,0 540 12 4 1” 22 335 495 650 70,0 20 335 203 230 

450 18” 635 39,7 32,0 578 12 4 1 ⅛” 28 400 580 690 50,0 150 400 203 360 

600 24” 815 47,6 35,0 749 16 4 1 ¼” 33 460 710 870 100,0 220 400 203 425 

750 30” 985 54,0 35,0 914 24 4 1 ¼” 40 595 950 1010 85,0 285 600 305 995 

900 36” 1170 60,3 42,0 1086 24 8 1 ½” 40 680 1060 1240 85,0 285 600 305 1280 

1050 42” 1345 66,7 42,0 1257 28 8 1 ½” 40 785 1135 1410 155,0 310 600 305 1740 

1200 48” 1510 69,9 42,0 1422 36 8 1 ½” 40 900 1235 1560 115,0 270 600 381 2250 

 

      


