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Introduction 

Type 3000 is a gate valve with full rubber wedge and 

is designed for closing/opening the flow of drinking 

water or non-aggressive sewage at a temperature of 

70˚C with a pressure up to 16 bar.  

 

DN40-DN300 – F4 and F5 

The gate valves can be installed in horizontal and 

vertical pipelines. Closing of the gate valve proceeds 

in a clockwise direction (when facing the top of the 

valve). On request an anti-clockwise closing is also 

available. 

 

DN350-DN500 – F4 

The gate valves can only be installed in horizontal  

pipelines in a vertical position.  

 

 

 

Properties 

Type 3000 

Body GGG50 ductile iron 

Bonnet GGG50 ductile iron 

Wedge GGG50 ductile iron, fully vulcanized with EPDM or 

NBR rubber 

Spindle Stainless steel 1.4021 

Stem nut CuZn39Pb2 

Operation Hand wheel, electric or pneumatic 

ISO top flange Upon request 

Body coating Electrostatic epoxy coated (250 microns) 

 Face to Face EN 558 14 (F4) 

Range DN40 – DN500 

Flange connection PN10 – 16 

Flange standard EN 1092-2 

Certificate DVGW 

** Other component materials and coatings upon request 

 

 

 

 

Gate valve with rubber wedge  
type 3000 
type 4010 and 4010HD 
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Type 3000 – DN40-DN300 F4 

ØDN 
FTF 

(mm) 
D 

(mm) 

K (mm) d (mm) C 
(mm) 

 
 f 

(mm) 
 

L (mm) i a 
(mm)  

Dk 
(mm) 

A 
(mm) 

B 
(mm) 

H 
(mm) 

Weight  
(kg)* 

10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 

40 140 150 110 110 84 84 19,0 3 19 19 4 4 14 200 103 122 290 9,3 

50 150 165 125 125 99 99 19,0 3 19 19 4 4 14 200 104 134 320 

2 

12,1 

65 170 185 145 145 116 116 19,0 3 19 19 4 4 17 250 112 146 370 15,3 

80 180 200 160 160 132 132 19,0 3 19 19 8 8 17 250 122 166 390 18,0 

100 190 220 180 180 156 156 19,0 3 19 19 8 8 19 315 134 186 450 23,0 

125 200 250 210 210 184 184 19,0 3 19 19 8 8 19 315 152 216 510 31,0 

150 210 285 240 240 211 211 19,0 3 23 23 8 8 19 315 180 248 575 39,0 

200 230 340 295 295 266 266 20,0 3 23 23 8 12 19 or 24 315 178 296 582 51,0 

250 250 405 350 355 319 319 22,0 3 23 28 12 12 24 or 27 400 194 356 778 80,5 

300 270 455 400 410 370 370 24,5 4 23 28 12 12 24 or 27 400 220 420 878 118,0 

 *Weight without hand wheel or actuator 

 

Type 3000 – DN40-DN300 F5 

ØDN 
FTF 

(mm) 
D 

(mm) 

K (mm) d (mm) C 
(mm) 

 
 f 

(mm) 
 

L (mm) i a 
(mm)  

Dk 
(mm) 

A 
(mm) 

B 
(mm) 

H 
(mm) 

Weight  
(kg)* 

10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 

40 240 150 110 110 84 84 19,0 3 19 19 4 4 14 200 103 122 290 10,0 

50 250 165 125 125 99 99 19,0 3 19 19 4 4 14 200 104 134 320 

2 

12,7 

65 270 185 145 145 116 116 19,0 3 19 19 4 4 17 250 112 146 370 16,1 

80 280 200 160 160 132 132 19,0 3 19 19 8 8 17 250 122 166 390 18,7 

100 300 220 180 180 156 156 19,0 3 19 19 8 8 19 315 134 186 450 25,7 

125 325 250 210 210 184 184 19,0 3 19 19 8 8 19 315 152 216 510 34,0 

150 350 285 240 240 211 211 19,0 3 23 23 8 8 19 315 180 248 575 42,0 

200 400 340 295 295 266 266 20,0 3 23 23 8 12 19 or 24 315 178 296 582 58,0 

250 450 405 350 355 319 319 22,0 3 23 28 12 12 24 or 27 400 194 356 778 92,5 

300 500 455 400 410 370 370 24,5 4 23 28 12 12 24 or 27 400 220 420 878 132,7 

 *Weight without hand wheel or actuator 
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Type 3000 – DN350-500 F4 

ØDN 
FTF 

(mm) 
D 

(mm) 

K (mm) d (mm) C 
(mm) 

 
 f 

(mm) 
 

L (mm) i a 
(mm)  

Dk 
(mm) 

A 
(mm) 

B 
(mm) 

H 
(mm) 

Weight  
(kg)* 

10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 10 bar 16 bar 

350 290 520 460 470 430 430 26,5 4 23 28 16 16 27 500 252 564 1131 235 

400 310 580 515 525 480 480 28,0 4 28 31 16 16 27 500 262 616 1232 300 

500 350 715 620 650 582 609 31,5 4 28 34 20 20 32 640 304 758 1495 515 

 *Weight without hand wheel or actuator 


